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Request 

CD-CPC-2024-00068 

Development Plan – Non-Residential 

 

Applicant 

Jacob Dobbs 

Kaw Valley Engineering 

 

Owner 

Charles Cuda 

APPROVAL PROCESS 

 
 

PROJECT TIMELINE 

The application for the subject request was filed on 5/1/2024. No 

scheduling deviations from 2024 Cycle 7.1 have occurred.  

 

REQUIRED PUBLIC ENGAGEMENT 

Public engagement as required by 88-505-12 does apply to this 

request. The applicant hosted a meeting on 6/24/2024. A 

summary of the meeting is attached to the staff report, see 

Attachment #3. 

 

EXISTING CONDITIONS 

The large site is generally located within a floodway and 

floodplain. The northern portion of the site once served as a golf 

driving range. 

 

SUMMARY OF REQUEST + KEY POINTS  

A request to approve a non-residential development plan in 

district B3-2 to allow for outdoor and indoor sports and recreation 

on about 24.7 acres generally located at Interstate 35 and NE 

Oak Ridge Drive. 

 

CONTROLLING + RELATED CASES 

Ord. No. 240344 - Approving a development plan on about 30 

acres in District B3-2 generally located at N.E. Oak Ridge Drive 

and Interstate 35 to allow for outdoor sports and recreation uses. 

(CD-CPC-2024-00010) 

 

PROFESSIONAL STAFF RECOMMENDATION 

Docket # Recommendation 

8                 APPROVAL WITH CONDITIONS 

 

Location 

Area 

Zoning 

Council District 

County 

School District 

 

 

5870 NE Oak Ridge Rd.
About 24.7 Acres 

B3-2 

2nd  

Clay 

North Kansas City 250  

Surrounding Land Uses 

North: Residential, zoned R-7.5 

South: Commercial, zoned B3-2 

East: Interstate 35 

West: Undeveloped, zoned B3-2 & R-7.5 

 

Land Use Plan 

The Briarcliff/Winnwood Area Plan 

recommends open space buffer for this 

location. 

 

Major Street Plan 

NE Oak Ridge Drive is not identified on 

the City’s Major Street Plan.  

 

Staff 
Review

City Plan 
Commission

City Council
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PLAN REVIEW & ANALYSIS 

The applicant is proposing a two phased development beginning with an outdoor practice field in phase one 

and a 24,000 square foot indoor training facility for phase two. The proposed plan triggers Council approval 

due to the overall development being more than 10 acres. No bleachers or lights are being proposed with this 

development as the facility will only be used by a private club. 

 

Standards Applicability Meets More Information 

Lot and Building Standards (88-120) Yes Yes  

Tree Preservation and Protection   

(88-424) 

Yes Yes  

Parking and Loading  

Standards (88-420) 

Yes Yes, subject to 

conditions 

The applicant is removing 

.46 acres of trees. 

Landscape and Screening Standards 

(88-425) 

Yes Yes, subject to 

conditions 

 

Outdoor Lighting Standards (88-430) Yes Yes No outdoor lights are 

being proposed. If lights 

are installed in the future, 

they will be subject to 88-

430. 

Sign Standards (88-445) Yes Yes, subject to 

conditions 

 

Pedestrian Standards (88-450) Yes Yes  

 

SPECIFIC REVIEW CRITERIA 

Development Plans, Project Plan, or Site Plan (88-516-05) 

In order to be approved, a development plan, project plan, or site plan must comply with all of the following 

criteria:  

A. The plan must comply with all standards of the Zoning and Development Code and all other applicable 

city ordinances and policies;  

The proposed plan complies with all standards of the Zoning and Development Code. 

 

B. The proposed use must be allowed in the district in which it is located;  

The proposed use, sports and recreation participant (indoor/outdoor) is permitted in the B3-2 zoning 

district. 

 

C. Vehicular ingress and egress to and from the site, and circulation within the site must provide for safe, 

efficient, and convenient movement of traffic not only within the site but on adjacent roadways;  

The plan provides for safe vehicular ingress and egress to the site. 
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D. The plan must provide for safe, efficient, and convenient non-motorized travel opportunities, being 

pedestrian and bicycle movement, on the subject site; 

The proposed two phased development of an outdoor and indoor field will only be used for private 

athletic clubs. 

 

E. The plan must provide for adequate utilities based on City standards for the particular development 

proposed.  

The plan does provide for adequate utilities based on City standards. 

 

F. The location, orientation, and architectural features, including design and material, of buildings and 

other structures on the site must be designed to be compatible with adjacent properties. 

The proposed structure is compatible with adjacent properties. 

 

G. Landscaping, berms, fences, and/or walls must be provided to buffer the site from undesirable views, 

noises, lighting, or other off-site negative influences and to buffer adjacent properties from negative 

influences that may be created by the plan. 

The site is buffered by existing vegetation and Interstate 35 which provides a buffer to adjacent 

properties. 

 

H. The design of streets, drives, and parking areas within the project should result in a minimum of area 

devoted to asphalt or other impervious surfaces consistent with the needs of the project and city code 

requirements. 

The applicant is proposing a minimum amount of devoted impervious surfaces. 

 

I. The plan must identify trees to be removed and trees to be preserved during the development of the 

subject property with the goal of saving trees that are not required to be removed for the development 

of the property.  

The applicant will be removing .46 acres of trees. 

 

ATTACHMENTS 

1. Conditions Report  

2. Applicants Submittal   

3. Public Engagement Materials  

 

PROFESSIONAL STAFF RECOMMENDATION 

City staff recommends APPROVAL WITH CONDITIONS as stated in the conditions report. 

 

 

Respectfully Submitted, 

 

Andrew Clarke, AICP 

Planner 



Report Date: June 27, 2024

Case Number: CD-CPC-2024-00068

Project: Oak Ridge Practice Field

Plan Conditions

Condition(s) by City Planning and Development Department.  Contact Andrew Clarke at (816) 513-8821 / Andrew.Clarke@kcmo.org 
with questions.

1. All signage shall conform to 88-445 and shall require a sign permit prior to installation.

2. The developer shall submit an affidavit, prepared by an engineer licensed in the State of Missouri, verifying that all outdoor 
lighting has been installed in accordance with approved plans and that lighting levels do not exceed that shown on the 
approved lighting plan at the property lines prior to Certificate of Occupancy.

3. The developer shall screen all roof and/or ground mounted mechanical and utility equipment in compliance with 88-425-08.

4. The developer shall submit an affidavit, completed by a landscape architect licensed in the State of Missouri, verifying that all 
landscaping required of the approved plan has been installed in accordance with the plan and is healthy prior to Certificate 
of Occupancy.

5. The developer shall secure approval of a project plan from the City Plan Commission prior to the issuance of a building 
permit for phase II.

6. The following corrections shall be resolved prior to ordinance request:

Ensure that the storm water detention basin is not located within the floodway or 100 year floodplain.
Show how the proposed building will be served by sanitary sewer. Show the sanitary service line on the utility plans.
Show and label location and size of existing and proposed public water mains and private service lines and fire hydrants on 
utility plan.
Verify base flood elevation identified on plan as 870.00.
Evaluate the location for planned storm water detention basin relative to floodplain.

Condition(s) by Fire Department.  Contact Michael Schroeder at (816) 513-4604 / michael.schroeder@kcmo.org with questions.

7. • The developer shall meet the fire flow requirements as set forth in Appendix B of the project International Fire Code 
2018. (IFC-2018 § 507.1)

8. • Fire hydrants shall be installed and operable prior to the arrival of any combustible building materials onto the site. (IFC-
2018 § 501.4 and 3312.1; NFPA 241-2013 § 8.7.2)
• Fire hydrant distribution shall follow IFC-2018 Table C102.1

9. • A required fire department access roads shall be an all weather surface. (IFC-2012: § 503.2.3)
• Fire Department access roads shall be provided prior to construction/demolition projects begin. (IFC-2018 § 501.4 and 
3310.1; NFPA 241-2013 § 7.5.5)

• Required fire department access roads shall designed to support a fire apparatus with gross axle weight of 85,000 
pounds.  (IFC-2018: § 503.2.3)
•
•  Shall provide fire lane signage on fire access drives.

10. • Dead-end fire apparatus access roads in excess of 150 feet (45 720 mm) in length shall be provided with an approved 
area for turning around fire apparatus (i.e., cul-de-sac, hammerhead Appendix D). (IFC-2018: § 503.2.5)
• The turning radius for fire department access roads shall be 30 feet inside and 50 feet outside radius. (IFC-2018: § 
503.2.4)

Condition(s) by Public Works Department.  Contact Terry Thomas at (816) 513-2510 / Terry.A.Thomas@kcmo.org with questions.
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Condition(s) by Public Works Department.  Contact Terry Thomas at (816) 513-2510 / Terry.A.Thomas@kcmo.org with questions.

11. The developer shall submit a Macro storm drainage study with the first Plat or Phase, from a Missouri-licensed civil engineer 
to the Land Development Division showing compliance with current adopted standards in effect at the time of submission, 
including Water Quality BMP’s, to the Land Development Division for review and acceptance for the entire development 
area, and submit Micro storm drainage study with each subsequent Plat or Phase showing compliance with the approved 
Macro and adopted standards.  The developer shall secure permits to construct any improvements as necessary to mitigate 
impacts from rate, volume, and quality of runoff from each proposed phase, prior to recording the plat or prior to issuance of 
a Building Permit, whichever occurs first as required by the Land Development Division.

12. The developer shall pay impact fees as required by Chapter 39 of the City’s Code of ordinances as required by the Land 
Development Division.

13. The developer shall submit plans for grading, siltation, and erosion control to Land Development Division for review and 
acceptance, provide a copy of the Storm Water Pollution Prevention (SWPP) plan submitted to the Missouri Dept. of Natural 
Resources (MDNR) and secure a Site Disturbance permit for any proposed disturbance area equal to one acre or more prior 
to beginning any construction activities.

14. The developer shall submit a final stream buffer plan to the Land Development Division for approval prior to issuance of any 
building permits and obtain permits for the Stream Buffer prior to removal of any mature riparian species within the buffer 
zones due to construction activities on the site, in accordance with the Section 88-415 requirements.

15. The developer must obtain a floodplain certificate from Development Services prior to beginning any construction activities 
with the floodplain.

Condition(s) by Water Services Department.  Contact Heather Massey at (816) 513-2111 / heather.massey@kcmo.org with 
questions.

16. Water/Sewer Service lines shall serve only one lot or tract and shall not cross a separate lot or tract.

17. No water service tap permits will be issued until the public water main is released for taps.

18. The developer shall ensure that water and fire service lines should meet current Water Services Department Rules and 
Regulations. Prior to C of O. 
https://www.kcwater.us/wp-content/uploads/2022/05/2022-Rules-and-Regulations-for-Water-Service-Lines-Final.pdf

19. The developer shall have a water flow test done to ensure there is adequate water pressure to serve the development.
South of River contact -  Patrick Lewis 816-513-0423
North of River contact - Todd Hawes 816-513-0296

Condition(s) by Water Services Department.  Contact Kirk Rome at (816) 513-0368 / kirk.rome@kcmo.org with questions.

20. Should public water main extension plans be required, then please submit plans signed and sealed by a Missouri PE through 
CompassKC for review, approval and contracting. Public Water main plans shall follow the KC Water Rules and Regulations 
for Water Main Extensions.

Condition(s) by Water Services Department.  Contact Lucas Kaspar at (816) 513-2131 / Lucas.Kaspar@kcmo.org with questions.

21. The developer must submit a Macro storm drainage study with the first Plat or Phase, from a Missouri-licensed civil engineer 
to KC Water showing compliance with current adopted standards in effect at the time of submission, including Water Quality 
BMP’s, to KC Water for review and acceptance for the disturbed area, and submit Micro storm drainage study with each 
subsequent Plat or Phase showing compliance with the approved Macro and adopted standards.  The developer shall secure 
permits to construct any improvements as necessary to mitigate impacts from rate, volume, and quality of runoff from each 
proposed phase, prior to recording the plat or prior to issuance of a Building Permit, whichever occurs first as required by KC 
Water.

22. The developer must obtain the executed and recorded city approved grading, temporary construction, drainage/sewer, or 
any other necessary easements from the abutting property owner(s) that may be required prior to submitting any public 
improvements crossing properties not controlled by the developer and include said document(s) within the public 
improvement applications submitted for permitting.

23. The owner/developer must submit plans for grading, siltation, and erosion control to KC Water  for review and acceptance, 
and secure a Site Disturbance permit for any proposed disturbance area equal to one acre or more prior to beginning any 
construction activities.
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Condition(s) by Water Services Department.  Contact Lucas Kaspar at (816) 513-2131 / Lucas.Kaspar@kcmo.org with questions.

24. The developer shall submit an analysis to verify adequate capacity of the existing sewer system as required by KC Water prior 
to issuance of a building permit to connect private system to the public sewer main and depending on adequacy of the 
receiving system, make other improvements may be required.

25. The developer must secure permits to extend sanitary and storm water conveyance systems to serve the development and 
determine adequacy of receiving systems as required by KC Water, prior to recording the plat or issuance of a building 
permit whichever occurs first.

26. The developer must grant any BMP and/or Surface Drainage Easements to the City as required by KC Water, prior to 
recording the plat or issuance of any building permits.

27. The developer must obtain a Floodplain Development Permit from Development Services prior to beginning any construction 
activities with the floodplain.

28. The developer must show the limits of the 100-year floodplain on the final plat and show the Minimum Low Opening 
Elevation (MLOE) of any structure on each lot that abuts a 100-year flood prone area (including detention basins and 
engineered surface drainage conveyances) on any plat and plan, as required by KC Water.

29. The developer shall obtain approval and any necessary permits from the United States Army Corps of Engineers for proposed 
wetland fills or alteration of the vegetated stream buffers prior to issuance of any site disturbance, grading, or stream buffer 
permits or approval of the final plat whichever occurs first.

30. The developer shall provide hydraulic information for any changes to the floodway and floodplain.
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AutoCAD SHX Text
CREEK

AutoCAD SHX Text
CREEK

AutoCAD SHX Text
CREEK

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
TURF FIELD

AutoCAD SHX Text
25

AutoCAD SHX Text
50

AutoCAD SHX Text
100

AutoCAD SHX Text
SCALE: 1" = 50'

AutoCAD SHX Text
0

AutoCAD SHX Text
IF DISCREPANCIES EXIST BETWEEN THE GRADING NOTES HEREON, AND THE RECOMMENDATIONS OUTLINED IN THE PROJECT GEOTECHNICAL REPORT, THE RECOMMENDATIONS OUTLINED IN THE GEOTECHNICAL REPORT SHALL GOVERN.

AutoCAD SHX Text
SPOT ELEVATION

AutoCAD SHX Text
LEGEND (PROPOSED)

AutoCAD SHX Text
82.92

AutoCAD SHX Text
THE COORDINATES PROVIDED ON THIS PLAN ARE FOR INFORMATION AND CHECKING PURPOSES ONLY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO CALCULATE CONSTRUCTION STAKING COORDINATES ACCORDING TO THE DIMENSIONS SHOWN ON THESE PLANS.  CONTRACTOR SHALL VERIFY THE ACCURACY OF THE COORDINATES SHOWN HEREON BEFORE CONSTRUCTION.

AutoCAD SHX Text
FINISHED 1' CONTOUR INTERVALS

AutoCAD SHX Text
800

AutoCAD SHX Text
EXISTING 1' CONTOUR INTERVALS

AutoCAD SHX Text
890

AutoCAD SHX Text
MATCH EXISTING

AutoCAD SHX Text
(ME)



O
A

K
 R

ID
G

E 
P

R
A

C
TI

C
E 

FI
EL

D
58

70
 N

E 
O

A
K

 R
ID

G
E 

D
R

K
A

N
S

A
S

 C
IT

Y,
 M

O
, 6

41
19

D
EV

EL
O

P
M

EN
T 

P
LA

N
ER

O
S

IO
N

 C
O

N
TR

O
L 

P
LA

N
 - 

P
H

A
S

E 
1

\\
VM

KC
-F

IL
E\

Pr
oj

ec
ts

\B
23

_4
61

8\
C3

D2
1\

DS
N\

DE
V 

PL
AN

\4
61

8E
CP

.d
w

g,
 5

/1
/2

02
4 

4:
29

:4
1 

PM
, j

er
em

yd

AutoCAD SHX Text
THIS DRAWING SHALL NOT BE UTILIZED BY ANY PERSON, FIRM, OR CORPORATION IN WHOLE OR IN PART WITHOUT THE SPECIFIC PERMISSION OF KAW VALLEY ENGINEERING, INC.

AutoCAD SHX Text
REV

AutoCAD SHX Text
CFN

AutoCAD SHX Text
DRAWN BY

AutoCAD SHX Text
DESIGNER

AutoCAD SHX Text
PROJ. NO.

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REV

AutoCAD SHX Text
DSN

AutoCAD SHX Text
DWN

AutoCAD SHX Text
CHK

AutoCAD SHX Text
8040 N. OAK TRAFFICWAY KANSAS CITY, MISSOURI  64118 PH. (816) 468-5858 kc@kveng.com | www.kveng.com

AutoCAD SHX Text
KAW VALLEY ENGINEERING, INC., IS AUTHORIZED TO OFFER ENGINEERING SERVICES BY MISSOURI STATE CERTIFICATE OF AUTHORITY # 000842. EXPIRES 12/31/25

AutoCAD SHX Text
MO # 2020008364

AutoCAD SHX Text
ENGINEER

AutoCAD SHX Text
MATTHEW A. CROSS

AutoCAD SHX Text
B23D4618

AutoCAD SHX Text
MAC

AutoCAD SHX Text
JED

AutoCAD SHX Text
4618ECP

AutoCAD SHX Text
C400

AutoCAD SHX Text
0

AutoCAD SHX Text
05/01/24

AutoCAD SHX Text
INITIAL SUBMITTAL

AutoCAD SHX Text
MAC

AutoCAD SHX Text
JAD

AutoCAD SHX Text
MAC

AutoCAD SHX Text
0

AutoCAD SHX Text
CREEK

AutoCAD SHX Text
CREEK

AutoCAD SHX Text
CREEK

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
TURF FIELD

AutoCAD SHX Text
25

AutoCAD SHX Text
50

AutoCAD SHX Text
100

AutoCAD SHX Text
SCALE: 1" = 50'

AutoCAD SHX Text
0

AutoCAD SHX Text
EROSION CONTROL NOTES: 1. PROPERTY LINE IS LIMITS OF CONSTRUCTION EXCEPT AS SHOWN. PROPERTY LINE IS LIMITS OF CONSTRUCTION EXCEPT AS SHOWN. 2. THE CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES AS SHOWN ON THE DRAWINGS PRIOR TO THE CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES AS SHOWN ON THE DRAWINGS PRIOR TO BEGINNING EARTHWORK OPERATIONS AND DURING APPROPRIATE PHASING AS CONSTRUCTION PROGRESSES. 3. THE CONTRACTOR SHALL MAINTAIN ALL SILT CONTROL MEASURES DURING CONSTRUCTION.  BUILDERS AND OR THE CONTRACTOR SHALL MAINTAIN ALL SILT CONTROL MEASURES DURING CONSTRUCTION.  BUILDERS AND OR DEVELOPER TO MAINTAIN EROSION CONTROL AND SILT CONTROL UPON COMPLETION OF THIS PROJECT. 4. ALL SILT SHALL REMAIN ON SITE AND SURROUNDING STREETS SHALL BE KEPT CLEAR OF ALL MUD AND ALL SILT SHALL REMAIN ON SITE AND SURROUNDING STREETS SHALL BE KEPT CLEAR OF ALL MUD AND DEBRIS. 5. SEDIMENTATION BARRIERS ARE TO BE INSTALLED AS SHOWN AND AT ANY ADDITIONAL AREAS OF SEDIMENTATION BARRIERS ARE TO BE INSTALLED AS SHOWN AND AT ANY ADDITIONAL AREAS OF CONCENTRATED FLOWS NOT SHOWN ON PLANS. 6. ACCUMULATED SEDIMENT SHALL BE REMOVED AND THE SEDIMENTATION BARRIERS MAINTAINED AS NEEDED TO ACCUMULATED SEDIMENT SHALL BE REMOVED AND THE SEDIMENTATION BARRIERS MAINTAINED AS NEEDED TO PREVENT SEDIMENTATION BYPASS OF THE BARRIER. 7. SLOPES ARE TO BE LEFT IN A ROUGH CONDITION DURING GRADING. SLOPES ARE TO BE LEFT IN A ROUGH CONDITION DURING GRADING. 8. CURB INLET SEDIMENTATION BARRIERS ARE TO BE INSTALLED AROUND INLETS AND WEIRS WHERE CURB INLET SEDIMENTATION BARRIERS ARE TO BE INSTALLED AROUND INLETS AND WEIRS WHERE SEDIMENTATION IS A CONCERN. INLET BARRIERS SHALL BE FILTERS, OR SILT FENCE, OR STRAW BALES (PRIOR OR SILT FENCE, OR STRAW BALES (PRIOR  SILT FENCE, OR STRAW BALES (PRIOR TO PAVING PLACEMENT).  AFTER PAVEMENT IS IN PLACE, PROVIDE FILTER PROTECTION THAT CANNOT BE WASHED INTO INLETS OR WASHED AWAY. STRAW/HAY BALES WILL NOT BE ALLOWED ON CONCRETE OR ASPHALT PAVING. 9. SEDIMENT IS TO BE REMOVED FROM STORM WATER DRAINAGE SYSTEMS.  ALL SEDIMENT CONTROL MEASURES SEDIMENT IS TO BE REMOVED FROM STORM WATER DRAINAGE SYSTEMS.  ALL SEDIMENT CONTROL MEASURES TO BE INSPECTED AND REPAIRED IMMEDIATELY AND ON A REGULAR BASIS AFTER ALL RAIN STORMS. 10. RIPRAP IS TO BE INSTALLED AT AREAS OF CONCENTRATED FLOW (I.E. CULVERT OUTLETS). RIPRAP IS TO BE INSTALLED AT AREAS OF CONCENTRATED FLOW (I.E. CULVERT OUTLETS). 11. CONTRACTOR IS RESPONSIBLE FOR INSTALLING ANY ADDITIONAL EROSION CONTROL AS HE/SHE DEEMS CONTRACTOR IS RESPONSIBLE FOR INSTALLING ANY ADDITIONAL EROSION CONTROL AS HE/SHE DEEMS NECESSARY TO PREVENT SEDIMENT FROM ENTERING STORM DRAINS, STREETS, AND WATERWAYS. 12. THE CONTRACTOR SHALL PROVIDE ALL MATERIALS, TOOLS, EQUIPMENT AND LABOR AS NECESSARY TO INSTALL THE CONTRACTOR SHALL PROVIDE ALL MATERIALS, TOOLS, EQUIPMENT AND LABOR AS NECESSARY TO INSTALL AND MAINTAIN ADEQUATE EROSION AND SILTATION CONTROLS REQUIRED TO PREVENT SOIL EROSION FROM LEAVING THE PROJECT SITE. IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO ENSURE THAT METHODS UTILIZED ARE ADEQUATE AND COMPLY WITH REQUIREMENTS OF THE SPECIFICATIONS AND GOVERNMENTAL AGENCIES HAVING JURISDICTION OVER THE WORK. 13. TEMPORARY SEDIMENT FENCE EROSION CONTROL MEASURES TO REMAIN UNTIL ADEQUATE VEGETATION IS TEMPORARY SEDIMENT FENCE EROSION CONTROL MEASURES TO REMAIN UNTIL ADEQUATE VEGETATION IS ESTABLISHED. ON PROJECTS THAT ARE NOT EXPECTING IMMEDIATE DEVELOPMENT (I.E.- INTERCEPTOR SEWERS, OFFSITE IMPROVEMENTS, ETC.) EROSION CONTROL MEASURES ARE TO BE REMOVED BY CONTRACTOR AS SOON AS ADEQUATE VEGETATION IS ESTABLISHED. 14. MUD, SILT, AND DEBRIS SHALL BE CLEANED UP AT THE CONCLUSION OF EACH WORKING DAY, OR AFTER EACH MUD, SILT, AND DEBRIS SHALL BE CLEANED UP AT THE CONCLUSION OF EACH WORKING DAY, OR AFTER EACH RAINFALL.  15. INSPECTION, MAINTENANCE AND REPAIR OF EROSION CONTROL DEVICES SHALL BE ON GOING THROUGHOUT THE INSPECTION, MAINTENANCE AND REPAIR OF EROSION CONTROL DEVICES SHALL BE ON GOING THROUGHOUT THE LIFE OF INFRASTRUCTURE AND BUILDING CONSTRUCTION TO KEEP THE DEVICES IN OPERABLE CONDITION AT ALL TIMES. ADDITIONAL MEASURES SHALL BE INSTALLED AS REQUIRED BY ACTUAL FIELD CONDITIONS AND/OR GOVERNING INSPECTION AGENCIES. NOTE: ALTHOUGH EXTENSIVE EFFORT IS PUT INTO THE DESIGN OF THE EROSION CONTROL PLAN BY THE ENGINEER, IT IS THE RESPONSIBILITY OF THE CONTRACTOR/DEVELOPER TO ENSURE THAT ANY ADDITIONAL REQUIRED EROSION CONTROL MEASURES ARE INSTALLED AND MAINTAINED AT NO ADDITIONAL COST TO THE OWNER. 16. INSTALL AND MAINTAIN CONSTRUCTION ENTRANCE(S) AT ANY POINT WHERE TRAFFIC WILL BE ENTERING OR INSTALL AND MAINTAIN CONSTRUCTION ENTRANCE(S) AT ANY POINT WHERE TRAFFIC WILL BE ENTERING OR LEAVING THE SITE AND AS SHOWN ON PLANS. 17. AT COMPLETION OF SITE GRADING AND OTHER RELATED CONSTRUCTION ACTIVITIES, ALL DISTURBED AREAS AT COMPLETION OF SITE GRADING AND OTHER RELATED CONSTRUCTION ACTIVITIES, ALL DISTURBED AREAS WITHIN THE PROJECT SITE SHALL BE SEEDED, SODDED, OR LANDSCAPED, FLAT LOTS WILL NOT REQUIRE SEEDING BUT ALL SLOPES, DISTURBED AREAS AND STREET RIGHT-OF-WAYS WILL BE SEEDED. 18. TOPSOIL IS TO BE PLACED IN AREAS UNSUITABLE FOR VEGETATIVE GROWTH. TOPSOIL IS TO BE PLACED IN AREAS UNSUITABLE FOR VEGETATIVE GROWTH. 19. STRIP TOPSOIL PRIOR TO EXCAVATION, STOCKPILE AND SPREAD ONTO DISKED SUBGRADE (4" MIN) A STRIP TOPSOIL PRIOR TO EXCAVATION, STOCKPILE AND SPREAD ONTO DISKED SUBGRADE (4" MIN) A THICKNESS OF 4 INCHES. 20. ROCK LINING (RIPRAP) SHALL BE DURABLE STONE CONTAINING A COMBINED TOTAL OF NOT MORE THAN 10 ROCK LINING (RIPRAP) SHALL BE DURABLE STONE CONTAINING A COMBINED TOTAL OF NOT MORE THAN 10 PERCENT OF EARTH, SAND, SHALE AND NON-DURABLE ROCK.  AT LEAST 60 PERCENT OF THE MASS SHALL BE OF PIECES HAVING A MINIMUM WEIGHT 0F 150 POUNDS OR MORE PER CUBIC FOOT. 21. THE CONTRACTOR SHALL HAVE THE RESPONSIBILITY FOR RESOLVING COMPLAINTS IN THE EVENT THAT THE CONTRACTOR SHALL HAVE THE RESPONSIBILITY FOR RESOLVING COMPLAINTS IN THE EVENT THAT COMPLAINTS OR DAMAGE CLAIMS ARE FILED DUE TO DAMAGES OCCURRING, ADJACENT TO OR DOWNSTREAM FROM PROPERTY, BY SEDIMENT RESULTING FROM EROSION ON THE PROJECT SITE. 22. GOOD HOUSEKEEPING PRACTICES SHALL BE MAINTAINED ON SITE TO KEEP SOLID WASTE FROM ENTRY INTO GOOD HOUSEKEEPING PRACTICES SHALL BE MAINTAINED ON SITE TO KEEP SOLID WASTE FROM ENTRY INTO WATERS. 23. ALL FUELING FACILITIES PRESENT ON SITE SHALL ADHERE TO APPLICABLE FEDERAL AND STATE REQUIREMENTS ALL FUELING FACILITIES PRESENT ON SITE SHALL ADHERE TO APPLICABLE FEDERAL AND STATE REQUIREMENTS CONCERNING UNDERGROUND STORAGE, ABOVE GROUND STORAGE AND DISPENSERS, INCLUDING SPILL PREVENTION, CONTROL AND COUNTER MEASURES. 24. MINIMAL WASHING OF CONCRETE EQUIPMENT ALLOWED (CHUTE, TOOLS, ETC.) AT A CONTRACTOR DEFINED MINIMAL WASHING OF CONCRETE EQUIPMENT ALLOWED (CHUTE, TOOLS, ETC.) AT A CONTRACTOR DEFINED LOCATION.  CONCRETE WASHOUT OF THE DRUM IS NOT ALLOWED.  ANY PIT/WASHOUT AREA NEEDS TO BE MAINTAINED IN A NON-DISCHARGING  MANNER AND ANY WASTE RESIDUE WILL NEED TO BE CLEANED OUT AND REMOVED AT THE END OF PROJECT. 25. DEVELOPER IS RESPONSIBLE FOR HAVING LOT BUILDERS FOLLOW THE GUIDELINES OF "CONTROLLING EROSION DEVELOPER IS RESPONSIBLE FOR HAVING LOT BUILDERS FOLLOW THE GUIDELINES OF "CONTROLLING EROSION WHEN BUILDING YOUR HOME" PROVIDED BY MISSOURI DEPARTMENT OF HEALTH AND ENVIRONMENT. 26. EROSION CONTROL STRAW/FIBER WATTLES TO BE INSTALLED  1'-0" BEHIND CURB & GUTTER UPON EROSION CONTROL STRAW/FIBER WATTLES TO BE INSTALLED  1'-0" BEHIND CURB & GUTTER UPON COMPLETION OF BACKFILL OF CURB IN ALL AREAS WHERE SLOPES FROM LOT DRAIN TOWARDS CURB. UPON COMPLETION OF FINAL GRADING THE TOES OF ALL EMBANKMENTS IN EXCESS OF TWO FEET IN HEIGHT WILL HAVE EROSION CONTROL SEDIMENT FENCE INSTALLED. 27. EROSION CONTROL SEDIMENT FENCE OR OTHER STRUCTURE MUST BE PLACED TO CONTROL RUNOFF DURING EROSION CONTROL SEDIMENT FENCE OR OTHER STRUCTURE MUST BE PLACED TO CONTROL RUNOFF DURING LOT DEVELOPMENT (BY OTHERS).
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PROPERTY DESCRIPTION: PART OF LOT 1, TIMBER RIDGE DRIVING RANGE, AS SUBDIVISION OF LAND IN KANSAS CITY, CLAY COUNTY, MISSOUR5I, BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS: COMMENCING AT THE NORTHWEST CORNER OF LOT 1, TIMBER RIDGE DRIVING RANGE; THENCE SOUTH 0 DEGREES 09 MINUTES 46 SECONDS WEST 190.00 FEET (SOUTH 0 DEGREES 02 MINUTES 13 SECONDS WEST-PLAT) ALONG THE WEST LINE OF LOT 1, TO THE POINT OF BEGINNING OF THE TRACT OF LAND HEREINAFTER DESCRIBED: THENCE NORTH 64 DEGREES 45 MINUTES 45 SECONDS EAST 273.70 FEET; THENCE SOUTH 71 DEGREES 18 MINUTES 56 SECONDS EAST 570.50 FEET TO A POINT ON THE CENTERLINE OF EUGENE FIELD STREET, SAID POINT BEING ON THE NORTHWESTERLY RIGHT-OF-WAY LINE OF U.S INTERSTATE HIGHWAY NO.35; THENCE SOUTHWESTERLY 330.12 FEET (BEING A 2939.79 FOOT RADIUS CURVE TO THE LEFT HAVING A CENTRAL ANGLE OF 6 DEGREES 26 MINUTES 02 SECONDS, AN ARC LENGTH OF 330.12 FEET AND AN INITIAL TANGENT BEARING OF SOUTH 38 DEGREES 17 MINUTES 18 SECONDS WEST) ALONG THE NORTHWESTERLY RIGHT-OF-WAY LINE OF U.S. INTERSTATE HIGHWAY NO.35; THENCE SOUTH 31 DEGREES 51 MINUTES 16 SECONDS WEST 418.40 FEET (SOUTH 31 DEGREES 51 MINUTES 14 SECONDS WEST-PLAT) ALONG THE NORTHWESTERLY RIGHT-OF-WAY LINE; THENCE SOUTH 51 DEGREES 30 MINUTES 30 SECONDS WEST 74.33 FEET (SOUTH 51 DEGREES 22 MINUTES 57 SECONDS WEST-PLAT) ALONG THE NORTHWESTERLY RIGHT-OF-WAY LINE; SOUTH 31 DEGREES 51 MINUTES 16 SECONDS WEST 297.16 FEET (SOUTH 31 DEGREES 51 MINUTES 14 SECONDS WEST-PLAT) ALONG THE NORTHWESTERLY RIGHT-OF-WAY LINE; THENCE NORTH 56 DEGREES 03 MINUTES 32 SECONDS WEST 142.08 FEET; THENCE NORTH 18 DEGREES 37 MINUTES 38 SECONDS WEST 39.10 FEET TO A POINT IN THE CENTERLINE OF AN EXISTING CREEK; THENCE NORTH 17 DEGREES 42 MINUTES 02 SECONDS WEST 49.34 FEET ALONG THE SAID CENTERLINE: THENCE NORTH 26 DEGREES 18 MINUTES 46 SECONDS WEST 101.52 FEET ALONG THE SAID CENTERLINE; THENCE NORTH 8 DEGREES 54 MINUTES 06 SECONDS WEST 84.02 FEET ALONG THE SAID CENTERLINE; THENCE NORTH 29 DEGREES 59 MINUTES 11 SECONDS WEST 100.34 FEET ALONG THE SAID CENTERLINE; THENCE SOUTH 61 DEGREES 27 MINUTES 36 SECONDS WEST 129.77 FEET ALONG THE SAID CENTERLINE; THENCE NORTH 51 DEGREES 33 MINUTES 40 SECONDS WEST 89.19 FEET ALONG THE SAID CENTERLINE TO A POINT ON THE WEST LINE OF LOT 1, TIMBER RIDGE DRIVING RANGE; THENCE NORTH 4 DEGREES 37 MINUTES 48 SECONDS EAST 59.25 FEET (NORTH 4 DEGREES 30 MINUTES 15 SECONDS EAST-PLAT) TO A WESTERLY CORNER OF LOT 1, THENCE NORTH 31 DEGREES 03 MINUTES 21 SECONDS EAST 522.99 FEET (NORTH 30 DEGREES 55 MINUTES 48 SECONDS EAST-PLAT) TO A WESTERLY CORNER OF LOT 1, SAID POINT BEING SOUTH 0 DEGREES 09 MINUTES 46 SECONDS WEST 255.32 FEET (SOUTH 0 DEGREES 02 MINUTES 13 SECONDS WEST 255.08 FEET-PLAT) FROM THE NORTHEAST CORNER OF LOT 1; THENCE 0 DEGREES 09 MINUTES 46 SECONDS EAST 65.32 FEET (NORTH 0 DEGREES 02 MINUTES 13 SECONDS EAST- PLAT) ALONG THE WEST LINE OF LOT 2 TO THE POINT OF BEGINNING, EXPECT THAT PART IN STREETS, ROADS, OR HIGHWAYS. 
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BASIS OF BEARINGS:  SOUTH 31°51'14" WEST ALONG THE EAST LINE OF LOT 1, TIMBER RIDGE DRIVING RANGEAS DETERMINED BY GLOBAL POSITIONING SYSTEM OBSERVATIONS USING MODOT VRS, 2018 GEOID, AND REFERENCED TO THE MISSOURI STATE PLANE COORDINATE SYSTEM, WEST ZONE (NAD83). 
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GRADING NOTES: 1. THE CONSTRUCTION AREA SHALL BE CLEARED, GRUBBED, AND STRIPPED OF TOPSOIL AND ORGANIC MATTER THE CONSTRUCTION AREA SHALL BE CLEARED, GRUBBED, AND STRIPPED OF TOPSOIL AND ORGANIC MATTER FROM ALL AREAS TO BE OCCUPIED BY BUILDING AND PAVING.  TOPSOIL FOR REPLACEMENT ON SLOPES MAY BE STOCKPILED ON SITE.  EXCESS TOPSOIL MAY BE WASTED IN FILL SLOPES PROVIDED THAT NO TOPSOIL WILL BE WASTED WITHIN 10 FEET OF THE EDGE OF THE BUILDING OR PARKING AREA.  BURNING OF TIMBER WILL NOT BE PERMITTED UNLESS APPROVAL IS OBTAINED FROM GOVERNING OFFICIALS.  STRIPPING EXISTING TOPSOIL AND ORGANIC MATTER SHALL BE TO A MINIMUM DEPTH OF 6 INCHES.  2. AREAS TO RECEIVE FILL SHALL BE SCARIFIED AND THE TOP 8-INCH DEPTH COMPACTED TO 95% STANDARD AREAS TO RECEIVE FILL SHALL BE SCARIFIED AND THE TOP 8-INCH DEPTH COMPACTED TO 95% STANDARD PROCTOR DENSITY.  ANY UNSUITABLE AREAS SHALL BE UNDERCUT AND REPLACED WITH SUITABLE MATERIAL BEFORE ANY FILL MATERIAL CAN BE APPLIED. 3. OFF-SITE FILL MATERIAL SHALL HAVE A PLASTICITY INDEX OF 25 OR LESS,  A LIQUID LIMIT OF 45 OR LESS OFF-SITE FILL MATERIAL SHALL HAVE A PLASTICITY INDEX OF 25 OR LESS,  A LIQUID LIMIT OF 45 OR LESS AND CONTAIN NO ROCK LARGER THAN FOUR INCHES.  OFF-SITE FILL MATERIAL SHALL BE APPROVED BY THE OWNER PRIOR TO BRINGING ON SITE.    4. EARTHWORK UNDER THE BUILDING SHALL COMPLY WITH THE PROJECT ARCHITECTURAL PLANS.  OTHER FILL EARTHWORK UNDER THE BUILDING SHALL COMPLY WITH THE PROJECT ARCHITECTURAL PLANS.  OTHER FILL MATERIAL SHALL BE MADE IN LIFTS NOT TO EXCEED EIGHT INCHES DEPTH COMPACTED TO 95% STANDARD PROCTOR DENSITY.  FILL MATERIAL MAY INCLUDE ROCK FROM ON-SITE EXCAVATION IF CAREFULLY PLACED SO THAT LARGE STONES ARE WELL DISTRIBUTED AND VOIDS ARE COMPLETELY FILLED WITH SMALLER STONES, EARTH, SAND OR GRAVEL TO FURNISH A SOLID EMBANKMENT.  NO ROCK LARGER THAN THREE INCHES IN ANY DIMENSION NOR ANY SHALE SHALL BE PLACED IN THE TOP 12 INCHES OF EMBANKMENT.  5. AREAS THAT ARE TO BE CUT TO SUBGRADE LEVELS SHALL BE PROOF ROLLED WITH A MODERATELY HEAVY AREAS THAT ARE TO BE CUT TO SUBGRADE LEVELS SHALL BE PROOF ROLLED WITH A MODERATELY HEAVY LOADED DUMP TRUCK OR SIMILAR APPROVED CONSTRUCTION EQUIPMENT TO DETECT UNSUITABLE SOIL CONDITIONS.      6. IN ALL AREAS OF EXCAVATION, IF UNSUITABLE SOIL CONDITIONS ARE ENCOUNTERED, A QUALIFIED IN ALL AREAS OF EXCAVATION, IF UNSUITABLE SOIL CONDITIONS ARE ENCOUNTERED, A QUALIFIED GEOTECHNICAL ENGINEER SHALL RECOMMEND TO THE OWNER THE METHODS OF UNDERCUTTING AND REPLACEMENT OF PROPERLY COMPACTED, APPROVED FILL MATERIAL.  ALL PROOFROLLING AND UNDERCUTTING SHOULD BE PERFORMED DURING A PERIOD OF DRY WEATHER.  7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONTROL OF DUST AND DIRT RISING AND SCATTERING IN THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONTROL OF DUST AND DIRT RISING AND SCATTERING IN THE AIR DURING CONSTRUCTION AND SHALL PROVIDE WATER SPRINKLING OR OTHER SUITABLE METHODS OF CONTROL.  THE CONTRACTOR SHALL COMPLY WITH ALL GOVERNING REGULATIONS PERTAINING TO ENVIRONMENTAL PROTECTION. 8. ALL SLOPES ARE TO BE 3:1 OR FLATTER UNLESS OTHERWISE INDICATED.  ALL SLOPES ARE TO BE 3:1 OR FLATTER UNLESS OTHERWISE INDICATED.  9. ALL SLOPES EXCEEDING 3:1 SHALL BE PROTECTED BY RIP RAP, CONCRETE PAVING, OR OTHER METHODS ALL SLOPES EXCEEDING 3:1 SHALL BE PROTECTED BY RIP RAP, CONCRETE PAVING, OR OTHER METHODS INDICATED ON THESE PLANS, THAT WILL PREVENT EROSION AND PLACED SUCH THAT THE SURFACE IS FLUSH WITH SURROUNDING GROUND AND SHAPED TO CHANNEL WATER IN DIRECTIONS INDICATED. 10. ALL SLOPES AND AREAS DISTURBED BY CONSTRUCTION SHALL BE GRADED SMOOTH AND FOUR INCHES OF ALL SLOPES AND AREAS DISTURBED BY CONSTRUCTION SHALL BE GRADED SMOOTH AND FOUR INCHES OF TOPSOIL APPLIED.  IF ADEQUATE TOPSOIL IS NOT AVAILABLE ON-SITE, THE CONTRACTOR SHALL PROVIDE TOPSOIL, APPROVED BY THE OWNER, AS NEEDED.  THE AREA SHALL THEN BE SEEDED, FERTILIZED, MULCHED, WATERED AND MAINTAINED UNTIL HARDY GRASS GROWTH IS ESTABLISHED IN ALL AREAS.  ANY AREAS DISTURBED FOR ANY REASON SHALL BE CORRECTED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER PRIOR TO FINAL ACCEPTANCE OF THE PROJECT. 11. CONTRACTOR SHALL USE SILT FENCE, BALES OF HAY OR OTHER MEANS OF CONTROLLING EROSION ALONG THE CONTRACTOR SHALL USE SILT FENCE, BALES OF HAY OR OTHER MEANS OF CONTROLLING EROSION ALONG THE EDGE OF THE PROPERTY OR OTHER BOTTOM OF SLOPE LOCATIONS. 12. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH AND OTHER MATERIALS RESULTING FROM CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH AND OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION OPERATIONS.  13. THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO ADJACENT THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO ADJACENT PROPERTIES DURING THE CONSTRUCTION PHASES OF THIS PROJECT.  THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGES TO THE ADJACENT PROPERTIES OCCURRING DURING THE CONSTRUCTION PHASES OF THIS PROJECT.  14. IT IS NOT THE DUTY OF THE ENGINEER OR THE OWNER TO REVIEW THE ADEQUACY OF THE CONTRACTOR'S IT IS NOT THE DUTY OF THE ENGINEER OR THE OWNER TO REVIEW THE ADEQUACY OF THE CONTRACTOR'S SAFETY MEASURES, IN, ON OR NEAR THE CONSTRUCTION SITE AT ANY TIME DURING CONSTRUCTION.
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EROSION CONTROL NOTES: 1. PROPERTY LINE IS LIMITS OF CONSTRUCTION EXCEPT AS SHOWN. PROPERTY LINE IS LIMITS OF CONSTRUCTION EXCEPT AS SHOWN. 2. THE CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES AS SHOWN ON THE DRAWINGS PRIOR TO THE CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES AS SHOWN ON THE DRAWINGS PRIOR TO BEGINNING EARTHWORK OPERATIONS AND DURING APPROPRIATE PHASING AS CONSTRUCTION PROGRESSES. 3. THE CONTRACTOR SHALL MAINTAIN ALL SILT CONTROL MEASURES DURING CONSTRUCTION.  BUILDERS AND OR THE CONTRACTOR SHALL MAINTAIN ALL SILT CONTROL MEASURES DURING CONSTRUCTION.  BUILDERS AND OR DEVELOPER TO MAINTAIN EROSION CONTROL AND SILT CONTROL UPON COMPLETION OF THIS PROJECT. 4. ALL SILT SHALL REMAIN ON SITE AND SURROUNDING STREETS SHALL BE KEPT CLEAR OF ALL MUD AND ALL SILT SHALL REMAIN ON SITE AND SURROUNDING STREETS SHALL BE KEPT CLEAR OF ALL MUD AND DEBRIS. 5. SEDIMENTATION BARRIERS ARE TO BE INSTALLED AS SHOWN AND AT ANY ADDITIONAL AREAS OF SEDIMENTATION BARRIERS ARE TO BE INSTALLED AS SHOWN AND AT ANY ADDITIONAL AREAS OF CONCENTRATED FLOWS NOT SHOWN ON PLANS. 6. ACCUMULATED SEDIMENT SHALL BE REMOVED AND THE SEDIMENTATION BARRIERS MAINTAINED AS NEEDED TO ACCUMULATED SEDIMENT SHALL BE REMOVED AND THE SEDIMENTATION BARRIERS MAINTAINED AS NEEDED TO PREVENT SEDIMENTATION BYPASS OF THE BARRIER. 7. SLOPES ARE TO BE LEFT IN A ROUGH CONDITION DURING GRADING. SLOPES ARE TO BE LEFT IN A ROUGH CONDITION DURING GRADING. 8. CURB INLET SEDIMENTATION BARRIERS ARE TO BE INSTALLED AROUND INLETS AND WEIRS WHERE CURB INLET SEDIMENTATION BARRIERS ARE TO BE INSTALLED AROUND INLETS AND WEIRS WHERE SEDIMENTATION IS A CONCERN. INLET BARRIERS SHALL BE FILTERS, OR SILT FENCE, OR STRAW BALES (PRIOR OR SILT FENCE, OR STRAW BALES (PRIOR  SILT FENCE, OR STRAW BALES (PRIOR TO PAVING PLACEMENT).  AFTER PAVEMENT IS IN PLACE, PROVIDE FILTER PROTECTION THAT CANNOT BE WASHED INTO INLETS OR WASHED AWAY. STRAW/HAY BALES WILL NOT BE ALLOWED ON CONCRETE OR ASPHALT PAVING. 9. SEDIMENT IS TO BE REMOVED FROM STORM WATER DRAINAGE SYSTEMS.  ALL SEDIMENT CONTROL MEASURES SEDIMENT IS TO BE REMOVED FROM STORM WATER DRAINAGE SYSTEMS.  ALL SEDIMENT CONTROL MEASURES TO BE INSPECTED AND REPAIRED IMMEDIATELY AND ON A REGULAR BASIS AFTER ALL RAIN STORMS. 10. RIPRAP IS TO BE INSTALLED AT AREAS OF CONCENTRATED FLOW (I.E. CULVERT OUTLETS). RIPRAP IS TO BE INSTALLED AT AREAS OF CONCENTRATED FLOW (I.E. CULVERT OUTLETS). 11. CONTRACTOR IS RESPONSIBLE FOR INSTALLING ANY ADDITIONAL EROSION CONTROL AS HE/SHE DEEMS CONTRACTOR IS RESPONSIBLE FOR INSTALLING ANY ADDITIONAL EROSION CONTROL AS HE/SHE DEEMS NECESSARY TO PREVENT SEDIMENT FROM ENTERING STORM DRAINS, STREETS, AND WATERWAYS. 12. THE CONTRACTOR SHALL PROVIDE ALL MATERIALS, TOOLS, EQUIPMENT AND LABOR AS NECESSARY TO INSTALL THE CONTRACTOR SHALL PROVIDE ALL MATERIALS, TOOLS, EQUIPMENT AND LABOR AS NECESSARY TO INSTALL AND MAINTAIN ADEQUATE EROSION AND SILTATION CONTROLS REQUIRED TO PREVENT SOIL EROSION FROM LEAVING THE PROJECT SITE. IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO ENSURE THAT METHODS UTILIZED ARE ADEQUATE AND COMPLY WITH REQUIREMENTS OF THE SPECIFICATIONS AND GOVERNMENTAL AGENCIES HAVING JURISDICTION OVER THE WORK. 13. TEMPORARY SEDIMENT FENCE EROSION CONTROL MEASURES TO REMAIN UNTIL ADEQUATE VEGETATION IS TEMPORARY SEDIMENT FENCE EROSION CONTROL MEASURES TO REMAIN UNTIL ADEQUATE VEGETATION IS ESTABLISHED. ON PROJECTS THAT ARE NOT EXPECTING IMMEDIATE DEVELOPMENT (I.E.- INTERCEPTOR SEWERS, OFFSITE IMPROVEMENTS, ETC.) EROSION CONTROL MEASURES ARE TO BE REMOVED BY CONTRACTOR AS SOON AS ADEQUATE VEGETATION IS ESTABLISHED. 14. MUD, SILT, AND DEBRIS SHALL BE CLEANED UP AT THE CONCLUSION OF EACH WORKING DAY, OR AFTER EACH MUD, SILT, AND DEBRIS SHALL BE CLEANED UP AT THE CONCLUSION OF EACH WORKING DAY, OR AFTER EACH RAINFALL.  15. INSPECTION, MAINTENANCE AND REPAIR OF EROSION CONTROL DEVICES SHALL BE ON GOING THROUGHOUT THE INSPECTION, MAINTENANCE AND REPAIR OF EROSION CONTROL DEVICES SHALL BE ON GOING THROUGHOUT THE LIFE OF INFRASTRUCTURE AND BUILDING CONSTRUCTION TO KEEP THE DEVICES IN OPERABLE CONDITION AT ALL TIMES. ADDITIONAL MEASURES SHALL BE INSTALLED AS REQUIRED BY ACTUAL FIELD CONDITIONS AND/OR GOVERNING INSPECTION AGENCIES. NOTE: ALTHOUGH EXTENSIVE EFFORT IS PUT INTO THE DESIGN OF THE EROSION CONTROL PLAN BY THE ENGINEER, IT IS THE RESPONSIBILITY OF THE CONTRACTOR/DEVELOPER TO ENSURE THAT ANY ADDITIONAL REQUIRED EROSION CONTROL MEASURES ARE INSTALLED AND MAINTAINED AT NO ADDITIONAL COST TO THE OWNER. 16. INSTALL AND MAINTAIN CONSTRUCTION ENTRANCE(S) AT ANY POINT WHERE TRAFFIC WILL BE ENTERING OR INSTALL AND MAINTAIN CONSTRUCTION ENTRANCE(S) AT ANY POINT WHERE TRAFFIC WILL BE ENTERING OR LEAVING THE SITE AND AS SHOWN ON PLANS. 17. AT COMPLETION OF SITE GRADING AND OTHER RELATED CONSTRUCTION ACTIVITIES, ALL DISTURBED AREAS AT COMPLETION OF SITE GRADING AND OTHER RELATED CONSTRUCTION ACTIVITIES, ALL DISTURBED AREAS WITHIN THE PROJECT SITE SHALL BE SEEDED, SODDED, OR LANDSCAPED, FLAT LOTS WILL NOT REQUIRE SEEDING BUT ALL SLOPES, DISTURBED AREAS AND STREET RIGHT-OF-WAYS WILL BE SEEDED. 18. TOPSOIL IS TO BE PLACED IN AREAS UNSUITABLE FOR VEGETATIVE GROWTH. TOPSOIL IS TO BE PLACED IN AREAS UNSUITABLE FOR VEGETATIVE GROWTH. 19. STRIP TOPSOIL PRIOR TO EXCAVATION, STOCKPILE AND SPREAD ONTO DISKED SUBGRADE (4" MIN) A STRIP TOPSOIL PRIOR TO EXCAVATION, STOCKPILE AND SPREAD ONTO DISKED SUBGRADE (4" MIN) A THICKNESS OF 4 INCHES. 20. ROCK LINING (RIPRAP) SHALL BE DURABLE STONE CONTAINING A COMBINED TOTAL OF NOT MORE THAN 10 ROCK LINING (RIPRAP) SHALL BE DURABLE STONE CONTAINING A COMBINED TOTAL OF NOT MORE THAN 10 PERCENT OF EARTH, SAND, SHALE AND NON-DURABLE ROCK.  AT LEAST 60 PERCENT OF THE MASS SHALL BE OF PIECES HAVING A MINIMUM WEIGHT 0F 150 POUNDS OR MORE PER CUBIC FOOT. 21. THE CONTRACTOR SHALL HAVE THE RESPONSIBILITY FOR RESOLVING COMPLAINTS IN THE EVENT THAT THE CONTRACTOR SHALL HAVE THE RESPONSIBILITY FOR RESOLVING COMPLAINTS IN THE EVENT THAT COMPLAINTS OR DAMAGE CLAIMS ARE FILED DUE TO DAMAGES OCCURRING, ADJACENT TO OR DOWNSTREAM FROM PROPERTY, BY SEDIMENT RESULTING FROM EROSION ON THE PROJECT SITE. 22. GOOD HOUSEKEEPING PRACTICES SHALL BE MAINTAINED ON SITE TO KEEP SOLID WASTE FROM ENTRY INTO GOOD HOUSEKEEPING PRACTICES SHALL BE MAINTAINED ON SITE TO KEEP SOLID WASTE FROM ENTRY INTO WATERS. 23. ALL FUELING FACILITIES PRESENT ON SITE SHALL ADHERE TO APPLICABLE FEDERAL AND STATE REQUIREMENTS ALL FUELING FACILITIES PRESENT ON SITE SHALL ADHERE TO APPLICABLE FEDERAL AND STATE REQUIREMENTS CONCERNING UNDERGROUND STORAGE, ABOVE GROUND STORAGE AND DISPENSERS, INCLUDING SPILL PREVENTION, CONTROL AND COUNTER MEASURES. 24. MINIMAL WASHING OF CONCRETE EQUIPMENT ALLOWED (CHUTE, TOOLS, ETC.) AT A CONTRACTOR DEFINED MINIMAL WASHING OF CONCRETE EQUIPMENT ALLOWED (CHUTE, TOOLS, ETC.) AT A CONTRACTOR DEFINED LOCATION.  CONCRETE WASHOUT OF THE DRUM IS NOT ALLOWED.  ANY PIT/WASHOUT AREA NEEDS TO BE MAINTAINED IN A NON-DISCHARGING  MANNER AND ANY WASTE RESIDUE WILL NEED TO BE CLEANED OUT AND REMOVED AT THE END OF PROJECT. 25. DEVELOPER IS RESPONSIBLE FOR HAVING LOT BUILDERS FOLLOW THE GUIDELINES OF "CONTROLLING EROSION DEVELOPER IS RESPONSIBLE FOR HAVING LOT BUILDERS FOLLOW THE GUIDELINES OF "CONTROLLING EROSION WHEN BUILDING YOUR HOME" PROVIDED BY MISSOURI DEPARTMENT OF HEALTH AND ENVIRONMENT. 26. EROSION CONTROL STRAW/FIBER WATTLES TO BE INSTALLED  1'-0" BEHIND CURB & GUTTER UPON EROSION CONTROL STRAW/FIBER WATTLES TO BE INSTALLED  1'-0" BEHIND CURB & GUTTER UPON COMPLETION OF BACKFILL OF CURB IN ALL AREAS WHERE SLOPES FROM LOT DRAIN TOWARDS CURB. UPON COMPLETION OF FINAL GRADING THE TOES OF ALL EMBANKMENTS IN EXCESS OF TWO FEET IN HEIGHT WILL HAVE EROSION CONTROL SEDIMENT FENCE INSTALLED. 27. EROSION CONTROL SEDIMENT FENCE OR OTHER STRUCTURE MUST BE PLACED TO CONTROL RUNOFF DURING EROSION CONTROL SEDIMENT FENCE OR OTHER STRUCTURE MUST BE PLACED TO CONTROL RUNOFF DURING LOT DEVELOPMENT (BY OTHERS).
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Public Meeting Notice 

Please join ____________________________________________________________________________ 

for a meeting about _____________________________________________________________________ 

case number __________________________________________________________________________  

proposed for the following address:  

Meeting Date: 

Meeting Time: 

Meeting Location: 

Project Description: 

If you have any questions, please contact: 

Name: 

Phone:  

Email:  

You are receiving this notice in accordance with city code that requires a public meeting with neighborhoods 
for certain types of development projects. You can read more about the process requirements at 
kcmo.gov/publicengagement

If you would like further information on this proposed project, please visit the city’s planning and permitting system, 
Compass KC, at Compasskc.kcmo.org. You may search by project type and address/case number to find project details. 

Sincerely,  



 

Meeting Sign-In Sheet 
 

Project Name and Address  
 
 
 
 
                       
 
Name       Address          Phone            Email 
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Project Case # 

Meeting Date: 

Meeting Location: 

Meeting Time (include start and end time):

Additional Comments (optional): 




	Project Name and Address 1: 
	Project Name and Address 2: 
	Project Name and Address: OAK RIDGE PRACTICE FIELD, 5870NE OAK RIDGE DR, KANSAS CITY, MO
	Additional Comments: No attendees show up to the virtual meeting so there were no any concerns or question.
	Additional Comments 2: 
	Project Case Number: CD-CPC-2024-00068 
	Meeting Date: 6/24/2024
	Meeting Location: Microsoft Teams (VIRTUAL)
	Meeting Start and End Time: 5:15-6:00 pm
	Addtional Comments 3: 
	Additional Comments 4: 
	Additional Comments 5: 
	Company/Developer Name: KAW VALLEY ENGINEERING, INC.
	Project Name: OAK RIDGE PRACTICE FIELD
	Project Case Number#1: CD-CPC-2024-00068 
	Address Field 1: 5870 NE OAK RIDGE DR, KANSAS CITY, MO, 64119
	Address Field 2: 
	Meeting Date#1: MONDAY, JUNE 24TH,2024
	Meeting Time (i: 
	e: 
	 6-7:30 p: 
	m: 
	): 5:15 PM, CST




	Address of Meeting Location: Microsoft Teams , ID: 282 049 869 911 ,Code: WcUqw6
	Briefly add details about project here: DEVELOPMENT OF AN OPEN SITE TO INCLUDE A PRACTICE FIELD IN PHASE I, 
	Briefly add details about project here 2: AND A METAL BUILDING WITH ASSOCIATED PARKING IN PHASE II.
	Project Contact Name: Zemen Workneh
	Project Contact Phone Number: 816-468-5858
	Address of Meeting Location 2: (PLEASE EMAIL CONTACT IF YOU NEED A LINK)
	Email Address for Project Contact: zemenw@kveng.com
	Text13: 


